
COB LED Grow light 
100W COB (10000 lumens)  200W COB (20000 lumens) 

Size: 180*180*83.5mm  Input Voltage: AC90V-AC260V Size: 290*175*83.5mm  Input Voltage: AC90V-AC260V 
Working Current:600mA Working Frequency: 50/60 Hz Working Current:600mA Working Frequency: 50/60 Hz 
Chip QTY: 32pcsX3X1 Chip Size: red:blue 42mil:45mil Chip QTY: 32pcsX3X2 Chip Size: red:blue 42mil:45mil 
Lifespan: 50000hours Product Weight: 2KG/pcs Lifespan: 50000hours Product Weight: 3KG 
Work Environment: -20℃~40℃ Warranty: 3years CE Rohs FCC Work Environment: -20℃~40℃ Warranty: 3years CE Rohs FCC 
Packing: 4pcs/8KG/Carton(Volume weight: 12.5KG) Packing: 4pcs/12KG/Carton(Volume weight: 16.5KG) 

  LED Chip-Ratio& Layout    LED Chip-Ratio& Layout 
 10pcs 640nm   12pcs 660nm  
3pcs   470nm    3pcs  440nm  
2pcs 610nm      1pcs  525nm 1pcs 

730nm 

 10pcs 640nm   12pcs 660nm  
3pcs   470nm    3pcs  440nm  
2pcs 610nm      1pcs  525nm 1pcs 

730nm 

  

     

 

400W COB (40000 lumens)  200W COB (20000 lumens) 
Size: 320*320*83.5mm  Input Voltage: AC90V-AC260V Size: 180*180*83.5mm Input Voltage: AC90V-AC260V 
Working Current:600mA Working Frequency: 50/60 Hz Working Current:600mA Working Frequency: 50/60 Hz 
Chip QTY: 32pcsX3X4 Chip Size: red:blue 42mil:45mil Chip QTY: 64pcsX3X1 Chip Size: red:blue 42mil:45mil 
Lifespan: 50000hours Product Weight: 5KG Lifespan: 50000hours Product Weight: 3KG 
Work Environment: -20℃~40℃ Warranty: 3years CE Rohs FCC Work Environment: -20℃~40℃ Warranty: 3years CE Rohs FCC 
Packing: 2pcs/11KG/Carton(Volume weight: 14KG) Packing:  4pcs/12KG/Carton(Volume weight: 13KG) 

 LED Chip-Ratio& Layout LED Chip-Ratio& Layout 
10pcs 640nm   12pcs 660nm  
3pcs   470nm    3pcs  440nm  
2pcs 610nm      1pcs  525nm 1pcs 

730nm 

28pcs660      16pcs640 
8pcs440         4pcs460 
4pcs470        2pcs525 2pcs 

730 

  



     

 

 
400W COB (40000 lumens)  800W COB (80000 lumens) 

Size: 290*175*83.5mm  Input Voltage: AC90V-AC260V Size: 320*320*83.5mm     Input Voltage: AC90V-AC260V 
Working Current:600mA Working Frequency: 50/60 Hz Working Current:600mA Working Frequency: 50/60 Hz 
Chip QTY: 64pcsX3X2 Chip Size: red:blue 42mil:45mil Chip QTY: 64pcsX3X4 Chip Size: red:blue 42mil:45mil 
Lifespan: 50000hours Product Weight: 4.5KG/Pcs Lifespan: 50000hours Product Weight: 7KG 
Work Environment: -20℃~40℃ Warranty: 3years CE Rohs FCC Work Environment: -20℃~40℃ Warranty: 3years CE Rohs FCC 
Packing: 4pcs/17.5KG/Carton(Volume weight: 16KG) Packing:  2pcs/16KG/Carton(Volume weight: 13KG) 

 LED Chip-Ratio& Layout  LED Chip-Ratio& Layout 
28pcs660      16pcs640 
8pcs440         4pcs460 
4pcs470        2pcs525 2pcs 

730 

28pcs660      16pcs640 
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730 

  

     



 

 

 


