


TOPVIEW

ARC-SHAPE
1715



Domed surface with 1602 light angle
for homogenous & dot-free lighting

- P/N:1715 (1412)

- Size: W17mm * H 15mm ( W14mm*H 12mm)

- 10mm Wdith PCB strip (8mm PCB)

- 5050/2835 /3528 SMD (120led/m DOTs free)
- RGB/ WW/NW/ WH/ CCT and other single color

- DC12V / 24V optional
- 1P67
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Dome Silicon Neon

‘a’
- P/N:1307D

—| - Size: W7mm * H 13mm

" - - 6mm Wdith PCB strip

— - 2835 /3528 SMD (120led/m DOTs free)
L] - WW/NW/ WH/ CCT and other single color
- DC12V / 24V optional

- IP67




6mm width Silicon Neon Flex

NN - P/N: 1206
- Size: W5.5mm * H 11.5mm
8 mm Wdith PCB strip
2835 120led/m DOTs free
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G g - 1800K-10000K optional
6 - DC12V / 24V optional
- IP67




Flat head (12mm Width) silicon neon flex

- P/N: 2011

- Size: W12mm * H 20mm

- 10mm Wdith PCB strip

- 5050/ 2835 /3528 SMD (60led/m DOTs free)

- RGB/ WW/NW/ WH/ CCT and other single color
- DC12V / 24V optional

- |P67
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- P/N: 1809

- Size: W8.5mm * H 18mm

- 8mm Wdith PCB strip

- 2835 /3528 SMD /5050SMD

- RGB/WW/NW/ WH/ CCT and other single color
- DC12V / 24V optional

e - P67
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Dome Smart

Mushroom Head



P/N: 2212

Size: W12mm * H 22mm

10mm Wdith PCB strip

5050/2835 / 3528 SMD (60led/m DOTs free)

Digital RGB / RGB /WW/NW/ WH/ CCT and other single color
DC12V / 24V optional

P67




Silicon Flex Profile



DOTS FREE & SLIM 4MM ONLY
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You can only stock this profile, but make your own customized neon flex!

—— - P/N: 302

- Size: W12mm * H 20mm (Max 50M/Roll)

T\ /) - 10mm Wdith PCB strip

B - 5050/2835 /3528 SMD (60led/m DQOTs free)

- RGB/WW/NW/ WH/ CCT and other single color
- DC12V / 24V optional

r ' - P67/ 1P65




- P/N: 2501

- Size: W10mm * H 8.5mm (Max 20M/R

- 10mm Wdith PCB strip

- 5050/2835 /3528 SMD (60led/m DOT

- RGB/WW/NW/ WH/ CCT and other sir _
- DC12V / 24V optional

- P67/ 1P65
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Size: W17.5mm * H 11.35mm (Max 20M/Roll)
12mm Wdith PCB strip

5050/2835 / 3528 SMD

RGB/WW/NW/ WH/ CCT and other single color
DC12V / 24V optional

IP67/ IP65




P/N: 25

Size: W12mm * H 22.4mm (Max 20M/Roll)
10mm Wdith PCB strip

5050/2835 / 3528 SMD

RGB/WW/NW/ WH/ CCT and other single color
DC12V / 24V optional

IP67/ IP65



0410F 0612F 1010F 2014F 1018F 302F
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TOP-VIEW wide beam angle
12X12 silicon tube

W12 * H12mm




5. led profile

Module design: Spot reflector+ PC cover+ blind alu plate




Free combination
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Wall Washer

Reflective Louver

Pristmatic Cover



Anti-Glare.

Only shooting light to what place need !
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Wardrobe LED Alu Profile
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Drop Light LED Profile AP3820—
One Profile with two cover
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SLIM 6mm & dots free!
UP&Downward wWALL led PROFILE

P/N:1070

6mm light surface ONLY

Size: W 10mm * 70mm

Color for Aluminum channel: Silver, White or Black
Strip PCB: Max 6mm PCB

Accessories: End caps and mounting clips

Length option: 0.2m-3m

Application: Indoor decorative lighting for wall.




Tube Profile: Dia 15mm/30mm/60mm/100mm/120mm




360degree Beam Angle Tube LED PROFILE —— APR76

COVER END CAP PENDANT
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Buy alu channel for your waterproof LED strip?

Anodized alu channel for waterproo

(fixing for LED waterproof strip and help he
APK1708 for surface or recessed installation;

* APK2622 for Conner installation;

* 3M tape and plastic clips to fix the strip;

* Screw hole on the alu channel to fix the channel;

* Length: 1meter per pcs;
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COVE
LED PROFILE



Simplify - Fashion - Quality

Drywall - Rimless - Plaster - Cefamic - Gypsum LED Alu Profile

Leading Supplier for Constructive LED Linear Lights







LED Linear Light



6. LED Linear Light




V

-

1P67 / IP6S
LED Linecar Preiille
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= IP67 LED Profile

= Aluminum channel + PMMA extrusion profile
— 6063 aluminum material,anodized or Powder coating finished
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Description

= 1m,2m,3m length, Customized length is available on request.
— suit for indoor or outdoor light decoration

= 10mm thickness diffuser-linear light design , homogeneous and dots free

- Installation: recessed or surface mounting

— Cable output: from the bottom or end

- IP rating: IP67 / IP68

= strip on aluminum plate inside. Convenient for installation and good for heat dissipation
= Maximum 25W/m

= UV resistance

= Maximum stand weight: 30kN









TRIDONIC DRIVER
OSRAM LED

Sharp-30° Narrow-60° Wide-90° Flat-120° Asymmetric Double
(Left/ Right) Pending Asymmetric 25°
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