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Light distribution curve

TRIDONIC ACTEC PHILIPS

Optional LED Driver

Packing Details

Model     AIP-131W
Optical source CREE COB (bridgelux / CITIZEN Optional)

Power 10W

C.R.I 80 (90/95/97 Optional)

Size/CTN:
G.W./CTN:
PCS/CNT:

565×220×245 mm
6.1 kgs
20 pcs

Product parameters

5000K
CW

4000K
NW

3000K
WW

2700K
WW

Dimmable (0-10V / Triac / DALI Optional)

Color temperature Changeable2000K 5000K

IP 44TRIDONIC

Reflector Optional

24° 36° 60°

10W   3000K   60°   750.4lm

150

300

450

600

750

121.64cm716.2lx

243.27cm179.1lx

364.91cm79.58lx

486.55cm44.77lx

1m

2m

3m

4m

5m 608.19cm28.65lx

Diameter

30° 30°

60° 60°

10W   3000K   36°   843.0lm

400

800

1200

1600

2000

62.93cm1882lx

125.85cm470.5lx

188.78m209.1lx

251.70cm117.6lx

1m

2m

3m

4m

5m 314.63cm75.28lx

Diameter

30° 30°

60° 60°

10W   3000K   24°   847.0lm

600

1200

1800

2400

3000

45.39cm2737lx

90.79cm684.4lx

136.18cm304.2lx

181.57cm171.1lx

1m

2m

3m

4m

5m 226.97cm109.5lx

Diameter

30° 30°

60° 60°

15° 24° 38° 60°

7
7

Ø90
83

MAX40°

Using high-quality LED chips, the light color is pure with excellent color consistency and high CRI.
Precise optical design, pure light color, perfect light spot to create excellent lightings.
External LED power supply, high power factor and high conversion efficiency.
Professional design is beneficial to heat dissipation, effectively extend the lifespan of the lamp.

Professional reflector design, Embedded LED chip design for better 

glare control.

Die-casting aluminum housing is durable, with white powder spraying 

on the surface.

Different beam angle to meet the lighting requirements of different 

scenes and illumination objects.
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