Professional Linear light

15mm Mini magnetic linear light series
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Surface mounted track

Code No.: AIP-SUCM
Installation: Surface mounted
Size: W19*H13.5

Length: L500/1000/2000/3000mm
Input Voltage: 24V/48V

Color: Black/White

Round Suspension track

with up and down light

Code No.: AIP-RDRCM
Installation: Suspension

Size: $30mm
Length: L500/1000/2000/3000mm

Input Voltage: 24V/48V
Color: Black/White

Code No.: AIP-RRCM
Installation: Suspension

Size: $28mm
Length: L500/1000/2000/3000mm

Input Voltage: 24V/48V
Color: Black/White

Recessed track

Code No.: AIP-RECMH
Installation: Recessed

Size: W39*H13.5mm

Length: L500/1000/2000/3000mm
Input Voltage: 24V/ 48V

Color: Black/White

Pre-bury track

Code No.:AIP-RECM
Installation: Pre-bury

Size: W39*H13.5mm

Length: L500/1000/2000/3000mm
Input Voltage: 24V/48V

Color: Black/White




Spare parts Spare parts

AIP-CMC AIP-CMVP AIP-CMCP AIP-CMWP AIP-XPE AIP-SUCM-CV AIP-SUCM-CH AIP-RDRCM-CH AIP-RRCM-CH NMN-S

AIP-CMP AIP-RECM-EV AIP-RECM-CV AIP-RECM-CH AIP-SUEV AIP-CME AIP-RCM AIP-RRCM AIP-PM AIP-EP

Installation diagram—Surface mounted Installation diagram—Suspension
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Installation diagram—Recessed
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Linear Grille Light

Application: Home space, commercial space, museum, hotel, exhibition hall,
boutique and other indoor space

Exquisite appearance, sharp edges and corners, neat lines, simple space
Multiple angles available, Bring different aesthetic and visual comfort
experience to the space

Multiple LED chips light optics make the light uniform and modern simple
design sense.

High brightness, low light attenuation, stable performance and longer
service life.

High color rendering index restores its own color, and the light effect is soft
and delicate.

The structural design with convenient installation and optimized splicing
ucture make the lamps more convenient for splicing.

e scene can be configured arbitrarily, and the lamp can be moved

:n'ually to change the position.




GRILLE LIGHT

Code No.: AIP-CMIS

Power: 4W

Input Voltage: 48V 50/60Hz

Color: Black/White

CCT: 3000K/3500K/4000K
Beam Angle: 36°/48°/60°

Control : ON/OFF

Warranty
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GRILLE LIGHT

Code No.: AIP-CMIS-600

Power: 8W

Input Voltage: 48V 50/60Hz

Color: Black/White

CCT: 3000K/3500K/4000K
Beam Angle: 36°/48°/60°

Control : ON/OFF

Warranty ﬁ
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GRILLE LIGHT

Code No.: AIP-CMGR

Power: AW

Input Voltage: 48V 50/60Hz

Color: Black/White

CCT: 3000K/3500K/4000K
Beam Angle: 36°/48°/60°

Control : ON/OFF

Warranty ﬁ
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GRILLE LIGHT

Code No.: AIP-CMGR-600

Power: 8W

Input Voltage: 48V 50/60Hz
Color: Black/White

CCT: 3000K/3500K/4000K
Beam Angle: 36°/48°/60°

Control : ON/OFF
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Linear Flood Light

Application: Home space, commercial space, museum, hotel,
exhibition hall, boutique and other indoor space.

Uniform light to improve the brightness of the whole space.
Pure light color, soft light effect.

High brightness, low light attenuation, stable performance and
longer service life.

Stable power, no flicker, healthy eye protection

The structural design with convenient installation and
optimized splicing structure make the lamps more convenient
for splicing.

The scene can be configured arbitrarily, and the lamp can be

moved manually to change the position.
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FLOODLIGHT MODULE

Code No.: AIP-CMOP

Power: 6W

Input Voltage: 48V 50/60Hz
Color: Black/White

CCT: 3000K/3500K/4000K
Control : ON/OFF

Warranty
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FLOODLIGHT MODULE

Code No.: AIP-CMOP-600

Power: 12W

Input Voltage: 48V 50/60Hz
Color: Black/White

CCT: 3000K/3500K/4000K
Control : ON/OFF

Warranty ﬁ
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Track Spot Light

Application: Home space, commercial space, museum,
hotel, exhibition hall, boutique and other indoor space.
Humanized design, adjustable angle, accurate focusing
and fast heat dissipation.

Pure light color, soft light effect.

Using COB chips, high brightness, low light attenuation,
stable performance and longer service life.

Stable power, no flicker, healthy eye protection

The structural design with convenient installation and
optimized splicing structure make the lamps more
convenient for splicing.

The scene can be configured arbitrarily, and the lamp

can be moved manually to change the position.
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SPOT LIGHT

Code No.: AIP-CMSP

Power: 5w

Input Voltage: 48V 50/60Hz
Color: Black/White

CCT: 3000K/3500K/4000K
Beam Angle: 15°/24°/36°

Control : ON/OFF

Warranty

@ | (HE




100

130

GLASS BULB LIGHT

Code No.: AIP-GLOBE

Power: 3W

Input Voltage: 48V 50/60Hz
Color: White/Black

CCT: 3000K/3500K/4000
Control : ON/OFF

Warranty
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WATER DROP
PENDANT LIGHT
Code No.: AIP-DROP

Power: 3W

Input Voltage: 48V 50/60Hz
Color: Gun black/Nickel
CCT: 3000K/3500K/4000
Control : ON/OFF

Warranty ﬁ
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